





Image Spot™ R=SCO

Photometric Data for
Narrow Beam Lens

Image Spot Projector™ Lenses

[lluminance at a Distance
Item COde Descrlptlon Center Beam LUX Beam Width

296000010019 Narrow Beam Lens - 19° 1.0M 03M 03M
296000010025 Medium Beam Lens - 25° EYOYE 1,804.4 LUX

296000010030 Wide Beam Lens - 30° LYYl 802.0 LUX
FXOYI 451.1 LUX

XUV 288.7 LUX

Image Spot Projector™ Accessories
RN 200.5 LUX

Item Code Description B Vertical Spread: 19.1° [l Horzontal Spread: 19.2°
296000010013 OPTI-FLECS filter pack (3 filters and retaining ring)
296000010011 USB to RS485 Programming Cable, 5.90" (1.80m)
296000010017 USB to RJ45 Programming Cable, 6.6’ (2m) Photometric Data for
Medium Beam Lens
296000010012 Image Spot safety cable, 3’ (1Im)
llluminance at a Distance
Center Beam LUX Beam Width
Image Spot Projector™ Gobos 1.0M 04M 04M
XY 1,119.1 LUX

Standard Gobos o AT
Item Code Description Yl 279.8 LUX
XXXXX-SPOT Image Spot Standard Gobo, EXY 179.1 LUX

XXXXX = five digit standard gobo number IOV 124.3 LUX
Custom Gobos . Vertical Spread: 22.3° . Horzontal Spread: 22.3°
Item Code Description
2507210ISPOT Image Spot Custom Steel Gobo Photometric Data f
260CUSBWOSPO | Image Spot Custom B&W Glass Gobo Wide Beorn Lene
260CUS1COSPO Image Spot Custom One-Color Glass Gobo . .

llluminance at a Distance

260CUS2COSPO Image Spot Custom Two-Color Glass Gobo Bearn Widh
260CUSMCOSPO Image Spot Custom Multi-color Glass Gobo L om 04M  04M

XV 786.2 LUX

Image Spot Projector” Permacolor Dichroic Filters | ** Lo

XY 196.6 LUX

Item Code Description Yl 125.8LUX
1203-XXXX-SPOT Image Spot Permacolor Dichroic Glass Filter, SRl 874 LUX
XXXX - four d|g|t color number [l Vertical Spread: 23.4° [Jl] Horzontal Spread: 23.2°
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